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Figure 6-3 

3. To continue, click Connect Anyway. Click the Cancel button to end the connection. 

 

Figure 6-4 

4. If the connection is successful established, the following screen will appear. Click 
close to finish the connection. 
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Figure 6-5 
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Appendix A: Glossary 
IEEE 802.11b - The IEEE 802.11b standard specifies a wireless networking at 11 Mbps 
using direct-sequence spread-spectrum (DSSS) technology and operating in the 
unlicensed radio spectrum at 2.4GHz, and WEP encryption for security. IEEE 802.11b 
networks are also referred to as Wi-Fi networks. 

IEEE 802.11g - Specification for wireless networking at 54 Mbps using direct-sequence 
spread-spectrum (DSSS) technology, using OFDM modulation and operating in the 
unlicensed radio spectrum at 2.4GHz, and backward compatibility with IEEE 8021b 
devices, and WEP encryption for security. 

Ad-hoc Network - An ad-hoc network is a group of computers, each with a wireless 
adapter, connected as an independent IEEE 802.11 wireless LAN. Ad-hoc wireless 
computers operate on a peer-to-peer basis, communicating directly with each other without 
the use of an access point. Ad-hoc mode is also referred to as an Independent Basic 
Service Set (IBSS) or as peer-to-peer mode, and is useful at a departmental scale or 
SOHO operation. 

Infrastructure Network - An infrastructure network is a group of computers or other 
devices, each with a wireless adapter, connected as an IEEE 802.11 wireless LAN. In 
infrastructure mode, the wireless devices communicate with each other and to a wired 
network by first going through an access point. An infrastructure wireless network 
connected to a wired network is referred to as a Basic Service Set (BSS). A set of two or 
more BSS in a single network is referred to as an Extended Service Set (ESS). 
Infrastructure mode is useful at a corporation scale, or when it is necessary to connect the 
wired and wireless networks. 

SSID - A Service Set Identification is a thirty-two character (maximum) alphanumeric key 
identifying a wireless local area network. For the wireless devices in a network to 
communicate with each other, all devices must be configured with the same SSID. This is 
typically the configuration parameter for a wireless PC card. It corresponds to the ESSID in 
the wireless Access Point and to the wireless network name.  

WEP (Wired Equivalent Privacy) - A data privacy mechanism based on a 64 bit or 128 bit 
or 256 bit shared key algorithm, as described in the IEEE 802.11g standard.  

Wi-Fi - A trade name for the IEEE 802.11b wireless networking standard, given by the 
Wireless Ethernet Compatibility Alliance (WECA, see http://www.wi-fi.net), an industry 
standards group promoting interoperability among IEEE 802.11b devices. 

WLAN (Wireless Local Area Network) - A group of computers and associated devices 
communicate with each other wirelessly, which network serving users are limited in a local 
area. 
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WPA (Wi-Fi Protected Access) - A wireless security protocol use TKIP (Temporal Key 
Integrity Protocol) encryption, which can be used in conjunction with a RADIUS server. 

AP- Access Point 

PSK- Pre-Shared Key 

TKIP- Temporal Key Integrity Protocol 

AES- Advanced Encryption Standard 

TLS- Transport Layer Security 

TTLS- Tunnel Transport Layer Security 

PEAP- Protected Extended Authentication Protocol 

RADIUS- Remote Authentication Dial In User Service 
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Appendix B: Specifications 

General 

Interface A-type USB 2.0 Connector 

Standards IEEE 802.1b; IEEE 802.1g 

Operating System Windows 98, ME, 2000, XP, 2003, Vista 

Transmission 
Distance 

In door up to 100m, out door up to 300m (It is limited to the 
environment). 

Safety & Emission FCC, CE 

Frequency 2.4 ~ 2.4835 GHz 

Sensitivity 54M -73dBm, 11M -86dBm 

Spread Spectrum Direct Sequence Spread Spectrum (DSSS) 

Wireless 

Radio Data Rate 
54/48/36/24/18/12/9/6 Mbps 11g OFDM，11/5.5/2/1 Mbps 11b  

DSSS,(Auto Rate Sensing) 

Modulation 11g OFDM , 11b CCK/DSSS 

Media Access 
Protocol CSMA/CA with ACK 

Transmit Power Typical 13dBm, 16dBm(Max) 

Data Security WPA; 64/128/256 bit WEP; TKIP/AES; IEEE 802.1X authentication 

 

Physical Environmental 

Working Temperature 0℃～40℃ (32℉～104 )℉  

Storage Temperature -40℃～70℃ (-40℉～158 )℉  

Humidity 10%～90% RH, Non-condensing 

 


